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SPRING POINT COPPER
AIR TERMINAL WITH PROTECTOR

COPPER ADHESIVE

CONDUCTOR

COPPER ADHESIVE
CABLE FASTENER

BASE

SACRIFICIAL SHEET OF ROOF MEMBRANE
GLUED TO ROOF WITH COMPATIBLE,

MANUFACTURER APPROVED, ADHESIVE
AND GLUED TO TERMINAL AND FASTENER

BASE WITH COMPATIBLE ADHESIVE.

LIGHTNING PROTECTION CONDUCTOR BENDS1 NONE

LIGHTNING PROTECTION CABLE SPLICES2 NONE

LIGHTNING PROTECTION GROUND ROD3 NONE

LIGHTNING PROTECTION CONNECTION DETAIL4 NONE

ADHESIVE AIR TERMINAL BASE5 NONE

PARAPET AIR TERMINAL BASE6 NONE
LIGHTNING PROTECTION THROUGH ROOF DETAIL9 NONE

LIGHTNING PROTECTION BONDING EQUIPMENT10 NONE

BONDING DETAIL FOR METALLIC PLUMBING VENT8 NONE

AIR TERMINAL FOR PLUMBING VENT7 NONE

LIGHTNING PROTECTION

LIGHTNING PROTECTION

LIGHTNING PROTECTION TYPICAL

LIGHTNING PROTECTION

R

LC

COPPER CABLE

    BE LESS THAN 90°.

NOTES:

    LESS THAN 8 INCHES.
(1) THE RADIUS OF BEND SHALL NOT BE

(2) THE ANGLE OF ANY BEND SHALL NOT

STRAIGHTTEE

PARALLELCROSS

FOUNDATION WALL

LOCATE AT 24" FROM

CLAD GROUND ROD,

3/4" X 10'-0" COPPER

BRONZE GROUND ROD CLAMP

LIGHTNING CONDUCTOR

HEAVY DUTY COPPER

TYPICAL: CONDUCTOR

CROSS RUN CLAMP

BONDING PLATES

GROUND ROD
5/8" X 10'-0" COPPER

CAD WELD
GROUND ROD CLAMP,

STEEL COLUMN

LIGHTNING PROTECTION

SCALE: NONE

CONNECTION DETAIL

3/8" X 10" MINIMUM
COPPER AIR TERMINAL

COPPER PARAPET BASE

CONDUCTOR

CLIP WITH STAINLESS
COPPER LOOP CABLE

STEEL FASTENER

GROUND OR LOWER ROOF
IN WALL CONSTRUCTION TO
CONDUCTOR CONCEALED
COPPER LIGHTNING

CABLE CONNECTOR

1/2"-13 STAINLESS

FLAT WASHER

ROOF DECK

FLASHING CAP OVER
COPPER COUNTER

LEAD SEALING WASHER

STAINLESS STEEL

STEEL NUT
1/2"-13 STAINLESS

SEALANT

(LENGTH AS REQUIRED)
1/2" DIAMETER BRASS RISER BAR

REINFORCING RING

INSTRUCTIONS
MANUFACTURER'S

PIPE FLASHING

CLAMPING RING
STAINLESS STEEL

SEALANT

TO ROOF DECKING
FLANGE MOUNTED
PIPE SLEEVE WITH

CABLE CONNECTOR
#219 BRONZE

CONDUCTOR CABLE
ALUMINUM LIGHTNING

INSTALLED PER

WASHER

3/4" PIPE SLEEVE

JAMB NUT

CABLE

FOR FLEXIBLE JOINTS

COPPER

WIRE

BONDING STRAP

WITH "C" CLAMP
BONDING PLATE
STRUCTURAL STEEL
TINNED BRONZE

CABLE

CLAMP

COPPER STRAP
PIPE CLAMP

BONDING LUG

CONDUCTOR

SECONDARY BONDING

OF INDUCTANCE

BONDING LUG FOR BODIES

BONDING STRAP

U-BOLT CONNECTOR

POINT TO CABLE
CONNECTING BASE

NOTES:

WITH METAL THICKNESS LESS THAN 3/16 INCH.
AIR TERMINALS REQUIRED FOR CHIMNEYS AND VENTS

BONDING IS REQUIRED REGARDLESS.
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